
Ficha Técnica 
 

Divinol T 9 KA ISO 150 
 

Descripción del producto 

 
• Lubricante especial para guías y guías 

 

Características 

Color / DIN ISO 2049: Más ligero 5.0 

Densidad/15°C / DIN EN ISO 12185: 890 kg/m³ 

Viscosidad / 40 °C / ASTM D 7042 : 150 mm²/s 
 
 

Aplicación 

Divinol T 9 KA ISO 150 se utiliza preferentemente en máquinas herramienta llenas de lubricantes refrigerantes 
aceitosos. El producto también se puede utilizar en máquinas herramienta sin circuitos de aceite separados. 

 
Divinol T 9 KA ISO 150 está aleado con CGLP y, por lo tanto, también es adecuado para la lubricación de 
rodamientos y engranajes. 

 
Divinol T 9 KA ISO 150 se puede utilizar siempre que se exija un buen rendimiento de lubricación, así como una 
buena adherencia. Se cumplen los requisitos para la lubricación de máquinas llenas de aceite como Cincinnati-
Milacron P-47, P-50 y P-53. 

 

Los aditivos especiales reducen la fuerza de fricción al arrancar el carro. Por lo tanto, se evitan las vibraciones de 
fricción causadas por stick-slip, incluso a bajas velocidades de deslizamiento y, al mismo tiempo, alta presión de 
contacto. 
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Las declaraciones hechas en esta publicación están de acuerdo con nuestro conocimiento actual. No eximen al usuario de sus propios exámenes. 
De nuestras declaraciones no se puede derivar una garantía legalmente vinculante de ciertas propiedades o idoneidad para un uso específico. 
Posiblemente, las leyes y regulaciones existentes con respecto al manejo y uso de nuestros productos deben ser observadas por el propio 
receptor de nuestros productos. 
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Product Data

Aero™ 40 Range
Landing Gear Shock Strut Fluid

Description
Castrol Aero™ 40 is a high quality, mineral based MIL-H-5606 hydraulic fluid containing a highly shear stable viscosity
index improver, an anti-oxidant, anti-wear agents, and an approved EP additive which reduce martensitic streaking of
landing gear outer cylinders and galling of shock strut upper bearings. Aero 40 is available in either dyed red (Douglas
Aircraft) or undyed, straw colored (Boeing Spec BMS 3-32C, Type II).

Application
Aero 40 is designed for use in landing gear shock struts. It is compatible with approved MIL-PRF-6083 and other MIL-H-
5606 qualified hydraulic fluids. It is not completely compatible with synthetic gas turbine lubricants nor with phosphate-
ester hydraulic fluids. It is compatible with other petroleum-based and synthesized hydrocarbon lubricants but
contamination should be avoided in order to maintain the unique properties of Aero 40. This product is compatible with
seals, hoses and paints normally used in shock struts and dispensing equipment connected with this application.
While certain grades of the above materials are fully compatible with Aero 40, it is advisable to confirm acceptability of
use with either the material manufacturer or Castrol.
 
Specification
Aero 40 -Red is formulated in accordance with Douglas Aircraft Specification DPS 3.334, referenced as douglas stock
number DPM 6176. Additionally, Aero 40 is formulated as an alternative to Boeing Service Letters 707-SL-12-2; 727-
SL-12-2; 737-SL-12-2; and 757-SL-27-15-B, which instruct the addition of an EP additive to either the standard or
corrosion inhibited mineral based hydraulic fluid for use in their landing gear shock struts.
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