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Eni OTE GT 32 es un lubricante de  alta calidad diseñado específicamente para su  uso 
en turbinas de gas y en ciclo combinado que funcionan  en  condiciones severas 
(temperaturas de hasta  260 °C). 

Está formulado con existencias base seleccionadas y aditivos especialmente elegidos para 
garantizar una excelente estabilidad a la oxidación,  propiedades  antiespumantes 
sobresalientes, liberación rápida de aire y muy alta demulsibilidad. 

Sus  propiedades antioxidantes/"EP suaves" hacen que Eni OTE GT 32 sea  adecuado en 
aquellos casos en los  que  en la turbina se asocia una  unidad de engranajes de 
aducción. 

 

 

 

• Garantiza una larga vida útil de las  unidades de  engranajes de  reducción de  turbina 

• Prolongar la  vida útil de la carga del  suelo extendiendo los intervalos  de relubricación  

• Garantiza una buena  película de lubricación en un amplio rango de temperaturas de 

funcionamiento 

• Aumenta la fiabilidad del sistema 

• Maximiza la  eficiencia del  sistema de eliminación de agua 

• Reduce el riesgo de mantenimiento no  programado 

 

 

• ISO8068TSA/TSE/TGA/TGB/TGE/TGSB/TGSE 

• DIN51515-1TD 

• DIN51515-2TG 

• ASTM D4304Tipo II 

•  Lubricante GM  Estándar LS2 

• GE GEK28143B 

• GE GEK32568H 

• GE GEK101941A 

• GE GEK107395A 

• ADMINISTRAR THERMODYN ISPSH902SDI 
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Product Data

Aero™ 40 Range
Landing Gear Shock Strut Fluid

Description
Castrol Aero™ 40 is a high quality, mineral based MIL-H-5606 hydraulic fluid containing a highly shear stable viscosity
index improver, an anti-oxidant, anti-wear agents, and an approved EP additive which reduce martensitic streaking of
landing gear outer cylinders and galling of shock strut upper bearings. Aero 40 is available in either dyed red (Douglas
Aircraft) or undyed, straw colored (Boeing Spec BMS 3-32C, Type II).

Application
Aero 40 is designed for use in landing gear shock struts. It is compatible with approved MIL-PRF-6083 and other MIL-H-
5606 qualified hydraulic fluids. It is not completely compatible with synthetic gas turbine lubricants nor with phosphate-
ester hydraulic fluids. It is compatible with other petroleum-based and synthesized hydrocarbon lubricants but
contamination should be avoided in order to maintain the unique properties of Aero 40. This product is compatible with
seals, hoses and paints normally used in shock struts and dispensing equipment connected with this application.
While certain grades of the above materials are fully compatible with Aero 40, it is advisable to confirm acceptability of
use with either the material manufacturer or Castrol.
 
Specification
Aero 40 -Red is formulated in accordance with Douglas Aircraft Specification DPS 3.334, referenced as douglas stock
number DPM 6176. Additionally, Aero 40 is formulated as an alternative to Boeing Service Letters 707-SL-12-2; 727-
SL-12-2; 737-SL-12-2; and 757-SL-27-15-B, which instruct the addition of an EP additive to either the standard or
corrosion inhibited mineral based hydraulic fluid for use in their landing gear shock struts.
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CARACTERÍSTICAS 

Eni OTE GT 32  

 
• MAN GHH BORSIG SP 079984 E 0000 E 99 

• Nuevo SPROCKET SOM 23543 

• Nuevo SPROCKET SOM 23687 

• Siemens Westinghouse M-Spec 55125Z3 

• SOLAR ES 9-224U Clase II 

• ALSTOM HTDG90117V0001 W 

• Ansaldo Energia 606W807Rev.C (2012) 

• Ansaldo Energia TGO2-0171-E00001/B (2016) 

• SiemensTLV901304 

•  901305 SiemensTVL 

 

 

 

Propiedades 

 

Método 

 

Unidad 

de 

medida 

 

Típico 

Apariencia APM 27 - claro 

Densidad a 15°C ASTMD4052 kg/m³ 849 

Viscosidad a 40°C ASTMD445 mm²/s 32 

 Índice de viscosidad ASTMD2270 - 130 

 Punto de inflamación (COC) ASTMD92 °C 235 

Por punto ASTMD97 °C -15 

A.N. ASTMD664 mg KOH/g 0.1 

Lanzamiento al aire DIN51381 Minutos 2.2 

 Prueba de óxido/B ASTMD665 - pasar 

 Corrosión del cobre ASTMD130 - 1A 

 Estabilidad a la oxidación, TOST ASTMD943 Horas 10000 

 Estabilidad a la oxidación, RPVOT ASTMD2272 Minutos 1200 

FZG (A/8,3/90)-clasificación de daños DIN51354-2 - 12 
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