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Un fluido de transmisión automática de muy alta calidad formulado con una serie de 
aceites base y aditivos especialmente seleccionados para obtener las siguientes 
propiedades: 

-Un alto confort de cambio 

-un punto de fluidez muy bajo 

-Muy buena estabilidad frente a la oxidación 

-Muy buenas propiedades térmicas 

-una actividad positiva contra el desgaste, la corrosión y la espuma 

-una estabilidad de fricción constante a lo largo de la vida útil que garantiza un funcionamiento 

perfecto del embrague 

-una perfecta compatibilidad con sellos y metales no ferrosos 

-Extremadamente resistente a las vibraciones de estremecimiento 

-Como resultado del perfecto grado de viscosidad Un potencial de eficiencia de combustible 

 

 

 

 

• Este ATF universal con menor viscosidad que los ATF convencionales, se puede utilizar para 
cajas de cambios automáticas de varios fabricantes de automóviles, tanto en el segmento ATF 
de baja como de alta viscosidad que lo permitan. 

• También para aplicaciones híbridas. Además de las especificaciones especificadas, este ATF 
también es aplicable en ciertos tipos de transmisiones automáticas, entre ellas: Bentley, 
Chrysler/ Dodge/ Jeep, Jaquar, Land Rover, Maserati y Porsche, para las que se prescribe un ATF 
de viscosidad correspondientemente bajo. 

• En general, este ATF multipropósito también cumple con la protección de hardware de 
las especificaciones ATF especificadas para una viscosidad ultrabaja, 
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Product Data

Aero™ 40 Range
Landing Gear Shock Strut Fluid

Description
Castrol Aero™ 40 is a high quality, mineral based MIL-H-5606 hydraulic fluid containing a highly shear stable viscosity
index improver, an anti-oxidant, anti-wear agents, and an approved EP additive which reduce martensitic streaking of
landing gear outer cylinders and galling of shock strut upper bearings. Aero 40 is available in either dyed red (Douglas
Aircraft) or undyed, straw colored (Boeing Spec BMS 3-32C, Type II).

Application
Aero 40 is designed for use in landing gear shock struts. It is compatible with approved MIL-PRF-6083 and other MIL-H-
5606 qualified hydraulic fluids. It is not completely compatible with synthetic gas turbine lubricants nor with phosphate-
ester hydraulic fluids. It is compatible with other petroleum-based and synthesized hydrocarbon lubricants but
contamination should be avoided in order to maintain the unique properties of Aero 40. This product is compatible with
seals, hoses and paints normally used in shock struts and dispensing equipment connected with this application.
While certain grades of the above materials are fully compatible with Aero 40, it is advisable to confirm acceptability of
use with either the material manufacturer or Castrol.
 
Specification
Aero 40 -Red is formulated in accordance with Douglas Aircraft Specification DPS 3.334, referenced as douglas stock
number DPM 6176. Additionally, Aero 40 is formulated as an alternative to Boeing Service Letters 707-SL-12-2; 727-
SL-12-2; 737-SL-12-2; and 757-SL-27-15-B, which instruct the addition of an EP additive to either the standard or
corrosion inhibited mineral based hydraulic fluid for use in their landing gear shock struts.
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SPECIFICATIONS 

Eni Rotra ATF MBX 
  

 

 

 

 

 

• Specificationsand suitable for use: 

• AISIN WARNER JWS 3324 

• AISIN WARNER AW-2 

• Allison C-4 

• BMW 7045E/8072B/LA2634/LT71141/ATF3/3+/6/M-1375.4 

• Chrysler ATF+/+2/+3/+4 

• DTFR13C110 

• DTFR13C140 

• DTFR13C150 

• DTFR13C170 

• Ford Mercon ULV/LV/V/SP/ WSS-M2C922-A1/WSS-M2C949-A 

• GM Dexron ULV/VI/II/IID/IIE/IIIG/IIIH/SuffixA 

• Honda DW-1/3.0/3.1/ATF-Z1 (except in CVT) 

• Hyundai/Kia SP-II/-III/-IV/-IV RR/RED-1K/NWS 9638 

• JASO M315Type 1A LV 

• Mazda FZ/M-III/Type T-IV 

• MB 236.6 

• MB 236.8 

• MB 236.9 

• MB 236.10 

• MB 236.12,236.14,236.15 

• Mitsubishi SP-II/III/J2/J3/PA 

• Nissan D/J/K/S/W 

• PSA B712340 

• Toyota DII/T/T-III/T-IV/WS 

• VW G052025/052055/052162/052533/052990 

• VW G055005/055025/055540/060162 

• Isuzu ATF II/III 

• Jaguar JLM 20238/20292/21044 

• Subaru ATF HP 

• Suzuki ATF 3314/3317 
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CHARACTERISTICS 

Eni Rotra ATF MBX 
  

 

 
• Volvo 1161540 

• ZF TE-ML 11A/11B 

• MB 236.5 

• MB 236.17 

• MB 236.41 

• AISIN JWS 3309 

• AISIN WARNER AW-1 

 

 

 

Properties 

 

Method Unit Typical 

Density at 15°C ASTMD4052 kg/m³ 857 

Viscosity at 40°C ASTMD445 mm²/s 27.40 

Viscosity at 100°C ASTMD445 mm²/s 6.37 

Viscosity Index ASTMD2270 - 197 

Flash point COC ASTMD92 °C 146 

Pour point ASTMD97 °C -57 
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