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APLICACIONES

Eni Rotra FE 75W-80 es un lubricante para engranajes de tecnología sintética, dotado de 
especiales características EP y con un excepcional desarrollo de la curva viscosidad-
temperatura, que garantiza una elevada fluidez también a las temperaturas más bajas.

VENTAJAS PARA EL CLIENTE

 • Las características EP otorgan al producto la capacidad de garantizar la protección de las 
superficies por contacto también en condiciones gravosas de cargas y deslizamientos.

 • El excepcional índice de viscosidad de Eni Rotra FE 75W-80 garantiza una baja viscosidad a 
las temperaturas más frías, esencial para los arranques en climas rígidos, y una elevada 
viscosidad en caliente, necesaria para la protección de los engranajes a altas temperaturas.

 • La presencia de la base sintética otorga al producto una excepcional estabilidad termo-
oxidativa que garantiza protección contra la formación de lacas y depósitos.

 • Las sobresalientes propiedades antioxidación protegen los engranajes y los cojinetes en 
presencia de agua y humedad.

 • La elevada aditivación antiespuma otorgada al lubricante elimina las consecuencias 
negativas que una excesiva formación de espuma provocaría con respecto a la continuidad 
de la capa lubricante.

ESPECIFICACIONES- APROBACIONES

 • API GL-4
 • MB 235.1
 • ZF TE-ML 06L, 08, 17A, 24A
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Product Data

Aero™ 40 Range
Landing Gear Shock Strut Fluid

Description
Castrol Aero™ 40 is a high quality, mineral based MIL-H-5606 hydraulic fluid containing a highly shear stable viscosity
index improver, an anti-oxidant, anti-wear agents, and an approved EP additive which reduce martensitic streaking of
landing gear outer cylinders and galling of shock strut upper bearings. Aero 40 is available in either dyed red (Douglas
Aircraft) or undyed, straw colored (Boeing Spec BMS 3-32C, Type II).

Application
Aero 40 is designed for use in landing gear shock struts. It is compatible with approved MIL-PRF-6083 and other MIL-H-
5606 qualified hydraulic fluids. It is not completely compatible with synthetic gas turbine lubricants nor with phosphate-
ester hydraulic fluids. It is compatible with other petroleum-based and synthesized hydrocarbon lubricants but
contamination should be avoided in order to maintain the unique properties of Aero 40. This product is compatible with
seals, hoses and paints normally used in shock struts and dispensing equipment connected with this application.
While certain grades of the above materials are fully compatible with Aero 40, it is advisable to confirm acceptability of
use with either the material manufacturer or Castrol.
 
Specification
Aero 40 -Red is formulated in accordance with Douglas Aircraft Specification DPS 3.334, referenced as douglas stock
number DPM 6176. Additionally, Aero 40 is formulated as an alternative to Boeing Service Letters 707-SL-12-2; 727-
SL-12-2; 737-SL-12-2; and 757-SL-27-15-B, which instruct the addition of an EP additive to either the standard or
corrosion inhibited mineral based hydraulic fluid for use in their landing gear shock struts.
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CARACTERISTICAS

Propiedades Método Unidad de 
Medida Típico

Densidad a 15°C ASTM D 4052 kg/m³ 865

Viscosidad a 100°C ASTM D 445 mm²/s 9.0

Viscosidad a 40°C ASTM D 445 mm²/s 50

Índice de viscosidad ASTM D 2270 - 170

Viscosidad a -40°C ASTM D 2983 mPa·s 70000

Punto de inflamación (COC) ASTM D 92 °C 220

Punto de fluidez crítica ASTM D 97 °C -45

ADVERTENCIA

 • No utilizar en aquellas aplicaciones donde se requiere un nivel de rendimiento API GL-5.
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