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Product Data

Aero™ 40 Range
Landing Gear Shock Strut Fluid

Description
Castrol Aero™ 40 is a high quality, mineral based MIL-H-5606 hydraulic fluid containing a highly shear stable viscosity
index improver, an anti-oxidant, anti-wear agents, and an approved EP additive which reduce martensitic streaking of
landing gear outer cylinders and galling of shock strut upper bearings. Aero 40 is available in either dyed red (Douglas
Aircraft) or undyed, straw colored (Boeing Spec BMS 3-32C, Type II).

Application
Aero 40 is designed for use in landing gear shock struts. It is compatible with approved MIL-PRF-6083 and other MIL-H-
5606 qualified hydraulic fluids. It is not completely compatible with synthetic gas turbine lubricants nor with phosphate-
ester hydraulic fluids. It is compatible with other petroleum-based and synthesized hydrocarbon lubricants but
contamination should be avoided in order to maintain the unique properties of Aero 40. This product is compatible with
seals, hoses and paints normally used in shock struts and dispensing equipment connected with this application.
While certain grades of the above materials are fully compatible with Aero 40, it is advisable to confirm acceptability of
use with either the material manufacturer or Castrol.
 
Specification
Aero 40 -Red is formulated in accordance with Douglas Aircraft Specification DPS 3.334, referenced as douglas stock
number DPM 6176. Additionally, Aero 40 is formulated as an alternative to Boeing Service Letters 707-SL-12-2; 727-
SL-12-2; 737-SL-12-2; and 757-SL-27-15-B, which instruct the addition of an EP additive to either the standard or
corrosion inhibited mineral based hydraulic fluid for use in their landing gear shock struts.
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Product Data

Castrol Magnatec 5W-40 C3
PROTECCIÓN ININTERRUMPIDA DESDE CADA ARRANQUE

Descripción
 
Castrol MAGNATEC ha sido desarrollado para satisfacer las exigentes condiciones de la conducción moderna..
 
El 75% del desgaste del motor puede ocurrir en el encendido. Las aceleraciones, frenadas y momentos de ralentí en la
ciudad promueven este fenómeno. Eso significa que en cada desplazamiento con congestión o escapada de fin de
semana puede incrementar el desgaste.
 
Castrol MAGNATEC se adhiere como un imán a las piezas críticas del motor y se fija para entregar una protección
antidesgaste un 50% superior*. Esto ayuda a proteger los componentes vitales de tu motor - tren de válvulas,
distribución, pistones y rodamientos. 
 
Elija una protección ininterrumpida desde cada arranque. Elija Castrol MAGNATEC.
 
Para obtener más información sobre el producto, visite castrol.com.
 
#ClingsLocksProtects
 
* Probado mediante una test de desgaste estándar de la industria, medido frente a los límites relevantes de la misma.

Aplicación
 
Castrol MAGNATEC 5W-40 C3 es apto para uso en vehículos de gasolina y diésel en los que el fabricante recomienda
un lubricante 5W-40 con especificación  API SQ, ACEA C3 o anteriores.

Principales Ventajas
 
Castrol MAGNATEC se adhiere, fija y protege para ofrecer un 50% más de protección contra el desgaste del motor*.
Ayuda a proteger los componentes vitales de su motor al:

Formar barrera resistente entre los puntos de contacto del tren de válvulas
Minimizar los depósitos abrasivos de los pistones, protegiendo contra el desgaste de la camisa del cilindro
Mantener la tensión de la cadena de distribución y la sincronicidad del motor al minimizar el daño y el
alargamiento de la cadena
Proteger los rodamientos frente al desgaste corrosivo.

 
* Probado mediante una prueba de desgaste estándar de la industria, medido frente a los límites relevantes de la
misma.

Page: 1/2



www.comercialmendoza.es

Servicio de atención al cliente

+34 944 535 765

Product Data

Aero™ 40 Range
Landing Gear Shock Strut Fluid

Description
Castrol Aero™ 40 is a high quality, mineral based MIL-H-5606 hydraulic fluid containing a highly shear stable viscosity
index improver, an anti-oxidant, anti-wear agents, and an approved EP additive which reduce martensitic streaking of
landing gear outer cylinders and galling of shock strut upper bearings. Aero 40 is available in either dyed red (Douglas
Aircraft) or undyed, straw colored (Boeing Spec BMS 3-32C, Type II).

Application
Aero 40 is designed for use in landing gear shock struts. It is compatible with approved MIL-PRF-6083 and other MIL-H-
5606 qualified hydraulic fluids. It is not completely compatible with synthetic gas turbine lubricants nor with phosphate-
ester hydraulic fluids. It is compatible with other petroleum-based and synthesized hydrocarbon lubricants but
contamination should be avoided in order to maintain the unique properties of Aero 40. This product is compatible with
seals, hoses and paints normally used in shock struts and dispensing equipment connected with this application.
While certain grades of the above materials are fully compatible with Aero 40, it is advisable to confirm acceptability of
use with either the material manufacturer or Castrol.
 
Specification
Aero 40 -Red is formulated in accordance with Douglas Aircraft Specification DPS 3.334, referenced as douglas stock
number DPM 6176. Additionally, Aero 40 is formulated as an alternative to Boeing Service Letters 707-SL-12-2; 727-
SL-12-2; 737-SL-12-2; and 757-SL-27-15-B, which instruct the addition of an EP additive to either the standard or
corrosion inhibited mineral based hydraulic fluid for use in their landing gear shock struts.

Page: 1/2

Berreteaga N°6, A, 48150, Sondika (Bizkaia)   ·   mendoza@comercialmendoza.es

Expertos en lubricación industrial y automoción

Experts in industrial and automotive lubrication

www.comercialmendoza.es

Servicio de atención al cliente

+34 944 535 765

Product Data

Aero™ 40 Range
Landing Gear Shock Strut Fluid

Description
Castrol Aero™ 40 is a high quality, mineral based MIL-H-5606 hydraulic fluid containing a highly shear stable viscosity
index improver, an anti-oxidant, anti-wear agents, and an approved EP additive which reduce martensitic streaking of
landing gear outer cylinders and galling of shock strut upper bearings. Aero 40 is available in either dyed red (Douglas
Aircraft) or undyed, straw colored (Boeing Spec BMS 3-32C, Type II).

Application
Aero 40 is designed for use in landing gear shock struts. It is compatible with approved MIL-PRF-6083 and other MIL-H-
5606 qualified hydraulic fluids. It is not completely compatible with synthetic gas turbine lubricants nor with phosphate-
ester hydraulic fluids. It is compatible with other petroleum-based and synthesized hydrocarbon lubricants but
contamination should be avoided in order to maintain the unique properties of Aero 40. This product is compatible with
seals, hoses and paints normally used in shock struts and dispensing equipment connected with this application.
While certain grades of the above materials are fully compatible with Aero 40, it is advisable to confirm acceptability of
use with either the material manufacturer or Castrol.
 
Specification
Aero 40 -Red is formulated in accordance with Douglas Aircraft Specification DPS 3.334, referenced as douglas stock
number DPM 6176. Additionally, Aero 40 is formulated as an alternative to Boeing Service Letters 707-SL-12-2; 727-
SL-12-2; 737-SL-12-2; and 757-SL-27-15-B, which instruct the addition of an EP additive to either the standard or
corrosion inhibited mineral based hydraulic fluid for use in their landing gear shock struts.

Page: 1/2

Berreteaga N°6, A, 48150, Sondika (Bizkaia)   ·   mendoza@comercialmendoza.es

Expertos en lubricación industrial y automoción

Experts in industrial and automotive lubrication

Características típicas

Name Method Units Castrol Magnatec 5W-40 C3

Densidad relativa, 15°C ASTM D4052 g/ml 0.8500

Viscosidad cinemática, 100°C ASTM D445 mm²/s 14.9

Viscosidad, cinemática 40°C ASTM D445 mm²/s 91

Índice de viscosidad ASTM D2270 None 172

Viscosidad CCS, -30°C (5W) ASTM D5293 mPa.s (cP) 6200

Punto de vertido ASTM D97 °C -42

Flash Point, COC ASTM D92 °C 240

Cenizas sulfatadas ASTM D874 % wt 0.7

Especificaciones
ACEA C3
API SQ
BMW Longlife-04
Meets Fiat 9.55535-S2
Warranted by Castrol to be completely suitable for use in vehicles where the following specifications apply: MB 229.31/
229.51/ 229.52

Almacenamiento
Todos los envases deben almacenarse bajo cubierta. En caso de almacenarse en el exterior, los bidones deben estar
en posición vertical para evitar la posible entrada de agua así como el deterioro de la etiqueta del envase. Los
productos no deben ser almacenados a temperaturas superiores a 60°C, estar expuestos a fuerte sol o a condiciones
de formación de hielo.

Castrol Magnatec 5W-40 C3

Castrol, the Castrol logo and related marks are trademarks of Castrol Limited, used under licence.

Esta ficha técnica y la información que contiene se considera exacta en la fecha de su impresión. Ninguna garantía de representación, directa o implícita, se
refiere a la exactitud o terminación de los datos e información contenidos en esta publicación. Los datos proporcionados están basados en ensayos estándar
bajo condiciones de laboratorio y sirven únicamente como una guía. Los usuarios deben asegurarse de que manejan la última versión de esta ficha técnica. Es
responsabilidad del usuario evaluar y utilizar los productos de forma segura, valorar la idoneidad para la aplicación deseada y cumplir todas las leyes y
normativas al respecto. Las fichas de Seguridad están disponibles para todos los productos y deberían ser consultadas para tener una información apropiada
respecto al almacenaje, manejo seguro y traspaso o venta del producto. Ni BP ni sus subsidiarios tienen responsabilidad alguna de los daños que resulten de un
uso anormal del material, del incumplimiento de las recomendaciones o de peligros inherentes a la naturaleza del material. Todos los productos, servicios e
información proporcionada están sujetos a nuestras condiciones de venta estándar. Consulte con su representante local si necesita más información

CASTROL ESPAÑA S.L.U. , C/ Quintanadueñas, 6 (edificio Arqbórea), 2ª planta, 28050 Madrid (España)
900 060 402
www.castrol.com/es
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