
Product Data

Transmax Manual EP 80W
Manual Transmission Fluid

Description
Castrol Transmax Manual EP 80W is a synthetic technology based fluid suitable for use in applications where API GL-4
performance is required. Transmax Manual EP 80W is approved for use in MB transmissions used in light commercial
vehicles and trucks and also approved for use in ZF manual transmissions.

Advantages
• High thermal stability protects against deposit formation and oil thickening maintaining the life and
   performance of lubricant and transmission.
• Good antiwear and load carrying characteristics extend the life of components.

Typical Characteristics

Name Method Units Transmax Manual EP 80W

Density @ 15C, Relative ASTM D1298 g/ml 0.869

Viscosity, Kinematic 100C ASTM D445 mm²/s 10.0

Viscosity, Kinematic 40C ASTM D445 mm²/s 79

Viscosity Index ASTM D2270 None 109

Viscosity, Brookfield @ -26C (80W) ASTM D2983 mPa.s (cP) 21500

Pour Point ASTM D97 °C -42

Flash Point, COC ASTM D92 °C 199

Page: 1/2

www.comercialmendoza.es

Servicio de atención al cliente

+34 944 535 765

Product Data

Aero™ 40 Range
Landing Gear Shock Strut Fluid

Description
Castrol Aero™ 40 is a high quality, mineral based MIL-H-5606 hydraulic fluid containing a highly shear stable viscosity
index improver, an anti-oxidant, anti-wear agents, and an approved EP additive which reduce martensitic streaking of
landing gear outer cylinders and galling of shock strut upper bearings. Aero 40 is available in either dyed red (Douglas
Aircraft) or undyed, straw colored (Boeing Spec BMS 3-32C, Type II).

Application
Aero 40 is designed for use in landing gear shock struts. It is compatible with approved MIL-PRF-6083 and other MIL-H-
5606 qualified hydraulic fluids. It is not completely compatible with synthetic gas turbine lubricants nor with phosphate-
ester hydraulic fluids. It is compatible with other petroleum-based and synthesized hydrocarbon lubricants but
contamination should be avoided in order to maintain the unique properties of Aero 40. This product is compatible with
seals, hoses and paints normally used in shock struts and dispensing equipment connected with this application.
While certain grades of the above materials are fully compatible with Aero 40, it is advisable to confirm acceptability of
use with either the material manufacturer or Castrol.
 
Specification
Aero 40 -Red is formulated in accordance with Douglas Aircraft Specification DPS 3.334, referenced as douglas stock
number DPM 6176. Additionally, Aero 40 is formulated as an alternative to Boeing Service Letters 707-SL-12-2; 727-
SL-12-2; 737-SL-12-2; and 757-SL-27-15-B, which instruct the addition of an EP additive to either the standard or
corrosion inhibited mineral based hydraulic fluid for use in their landing gear shock struts.
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Ficha Técnica

Castrol EDGE 0W-20 C5
LIBERA EL VERDADERO RENDIMIENTO DE TU MOTOR

Descripción
Las normativas anticontaminación, cada vez más restrictivas, implican un reto continuo en el que se exige producir más
potencia mecánica a la vez que se optimiza la eficiencia de los motores y se reduce su uso de combustible. El
lubricante de motor tiene un papel fundamental para mejorar este rendimiento.
 
Los motores son complejos, con muchas piezas móviles. El movimiento de éstas puede ser una fuente de pérdidas
energéticas si existen ineficiencias, como las generadas por la fricción. Estas pérdidas derivan, inequívocamente, en
un peor desempeño del motor. El principal reto es mantener la alta eficiencia que demanda el conductor y, a la vez,
cumplir con los límites legales de contaminación.
 
La gama Castrol EDGE es más fuerte bajo presión, liberando el rendimiento y eficiencia de tu motor para entregar más
potencia con la misma cantidad de combustible*.
 
Castrol EDGE: libera el verdadero rendimiento de tu motor.
 
 
*Más entrega de potencia con la misma cantidad de combustible comparado con un lubricante 5W-40, demostrado con
ensayos en bancos de motores para más del 80% del portafolio de Castrol EDGE representado en el volumen global
de ventas en 2.021.

Aplicación
Castrol EDGE 0W-20 C5 es apto para su uso en vehículos de gasolina y diésel de automoción, donde el fabricante
recomienda: ACEA C5, C6, API SQ, ILSAC GF-7 0W-20
 
Castrol EDGE 0W-20 C5 está aprobado para su uso en vehículos de fabricantes líderes, consulte la sección de
especificaciones y el manual de usuario.
 

Principales Ventajas
La gama Castrol EDGE:
 

Ofrece más desarrollo de potencia y aceleración*
Optimiza el rendimiento como resultado de una mejor economía de combustible*
Más resistente bajo presión en los motores modernos
Recomendado para los principales fabricantes de automóviles del mundo

*demostrado en pruebas de bancos de motores relativos a un lubricante de referencia 5W-40, para más del 80% del
portafolio de Castrol EDGE representado en el volumen global de ventas en 2.021.
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Product Performance Claims
API GL-4
MB-Approval 235.1, ZFTE-ML 17A

Additional Information
Transmax Manual EP 80W is registered under the following ZF approval numbers: ZF004862

Transmax Manual EP 80W
03 Sep 2020
Castrol, the Castrol logo and related marks are trademarks of Castrol Limited, used under licence.

This data sheet and the information it contains is believed to be accurate as of the date of printing. However, no warranty or representation, express or implied, is
made as to its accuracy or completeness. Data provided is based on standard tests under laboratory conditions and is given as a guide only. Users are advised
to ensure that they refer to the latest version of this data sheet. It is the responsibility of the user to evaluate and use products safely, to assess suitability for the
intended application and to comply with all applicable laws and regulations. Material Safety Data Sheets are available for all our products and should be
consulted for appropriate information regarding storage, safe handling, and disposal of the product. No responsibility is taken by either BP plc or its subsidiaries
for any damage or injury resulting from abnormal use of the material, from any failure to adhere to recommendations, or from hazards inherent in the nature of the
material. All products, services and information supplied are provided under our standard conditions of sale. You should consult our local representative if you
require any further information.

Castrol (UK) Limited, PO BOX 354, Chertsey Road, Sunbury On Thames, Middlesex, TW16 9AW

www.castrol.com
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Aplicación
Castrol EDGE 0W-20 C5 es apto para su uso en vehículos de gasolina y diésel de automoción, donde el fabricante
recomienda: ACEA C5, C6, API SQ, ILSAC GF-7 0W-20
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La gama Castrol EDGE:
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portafolio de Castrol EDGE representado en el volumen global de ventas en 2.021.
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