
 
Typical Physical Characteristics 

Technical Data Sheet

Shell Vacuum Pump Oil S3 RX 100
Extra Protection•
Standard Applications•

Rotary Vacuum Pump Oil

Shell Vacuum Pump Oil S3 RX 100 is formulated from selected premium performance, highly refined mineral oils. This

provides the very low vapour pressure and high performance, desired for the effective lubrication of rotary vacuum

pumps.

Performance, Features & Benefits

Long oil life – maintenance saving·
Shell Vacuum Pump Oil S3 RX 100 is formulated to provide

excellent resistance to oil degradation. This ensures the oil will

provide a long service life as well as reduced tendency for

sludge build up and deposit formation.

Outstanding wear & corrosion protection·
Shell Vacuum Pump Oil S3 RX 100 helps provide effective

protection of internal metal surfaces from corrosion and wear.

Maintaining system efficiency·
The selection of very low vapour pressure base oil with a

narrow boiling range enables the pump to efficiently work at

the vacuum for which it is designed over the extended

maintenance period. The product also ensures protection

against foaming.

Main Applications

Rotary vacuum pumps·

Shell Vacuum Pump Oil S3 RX 100 is designed for the use in

rotary and sliding vane vacuum pumps. It can be used to

provide low to medium vacuum pressures.

It is suitable for most laboratory and industrial rotary vacuum

pump applications.

Standard operating environments·
Shell Vacuum Pump Oil S3 RX 100 is suitable for applications

where ambient temperatures are above 00C and where

maximum operating temperatures do not exceed 1000C.

Maximum vacuum pressure capability generally tends to

decrease as the pump operating temperatures increase.

Shell Vacuum Pump Oil S3 RX 100 is suitable for vacuum

pumps working in a vacuum range of 1 mbar – 10-3 mbar.

Shell Vacuum Pump Oil S3 RX 100 is not recommended for use

when corrosive gasses or chemical vapours are involved in the

extraction process.

Specifications, Approvals & Recommendations

ISO 6743-3A-DVC.·
Shell Vacuum Pump Oil S3 RX 100 has been used extensively

by major OEMs throughout the world.
·

For a full listing of equipment approvals and recommendations,

please consult your local Shell Technical Help Desk.

Properties Method Shell Vacuum Pump Oil S3 RX
100

ISO Viscosity Grade ISO 3448 100

Kinematic Viscosity @400C cSt ASTM D445 95

Kinematic Viscosity @1000C cSt ASTM D445 11

Density @150C kg/m3 ASTM D1298 866

Flash Point COC 0C ASTM D92 260

Pour Point 0C ASTM D97 -9

Neutralisation Value mg KOH/g ASTM D947 <0.03

Ash, Sulphated % DIN 51575 <0.01
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Product Data

Aero™ 40 Range
Landing Gear Shock Strut Fluid

Description
Castrol Aero™ 40 is a high quality, mineral based MIL-H-5606 hydraulic fluid containing a highly shear stable viscosity
index improver, an anti-oxidant, anti-wear agents, and an approved EP additive which reduce martensitic streaking of
landing gear outer cylinders and galling of shock strut upper bearings. Aero 40 is available in either dyed red (Douglas
Aircraft) or undyed, straw colored (Boeing Spec BMS 3-32C, Type II).

Application
Aero 40 is designed for use in landing gear shock struts. It is compatible with approved MIL-PRF-6083 and other MIL-H-
5606 qualified hydraulic fluids. It is not completely compatible with synthetic gas turbine lubricants nor with phosphate-
ester hydraulic fluids. It is compatible with other petroleum-based and synthesized hydrocarbon lubricants but
contamination should be avoided in order to maintain the unique properties of Aero 40. This product is compatible with
seals, hoses and paints normally used in shock struts and dispensing equipment connected with this application.
While certain grades of the above materials are fully compatible with Aero 40, it is advisable to confirm acceptability of
use with either the material manufacturer or Castrol.
 
Specification
Aero 40 -Red is formulated in accordance with Douglas Aircraft Specification DPS 3.334, referenced as douglas stock
number DPM 6176. Additionally, Aero 40 is formulated as an alternative to Boeing Service Letters 707-SL-12-2; 727-
SL-12-2; 737-SL-12-2; and 757-SL-27-15-B, which instruct the addition of an EP additive to either the standard or
corrosion inhibited mineral based hydraulic fluid for use in their landing gear shock struts.
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These characteristics are typical of current production. Whilst future production will conform to Shell's specification, variations in

these characteristics may occur. 

Properties Method Shell Vacuum Pump Oil S3 RX
100

Conradson Carbon Residue %m DIN 51551 0.05

Vapour Pressure versus Temperature, Isoteniscope @00C mbar ASTM D2879 4.67E-09

Vapour Pressure versus Temperature, Isoteniscope @250C mbar ASTM D2879 1.73E-07

Vapour Pressure versus Temperature, Isoteniscope @500C mbar ASTM D2879 3.33E-06

Vapour Pressure versus Temperature, Isoteniscope @1000C mbar ASTM D2879 3.73E-04

Vapour Pressure versus Temperature, Isoteniscope @1500C mbar ASTM D2879 0.01

Vapour Pressure versus Temperature, Isoteniscope @2000C mbar ASTM D2879 0.24

Health, Safety & Environment

Health and Safety·
Shell Vacuum Pump Oil S3 RX 100 is unlikely to present any significant health or safety hazard when properly used in the

recommended application and good standards of personal hygiene are maintained.

Avoid contact with skin. Use impervious gloves with used oil. After skin contact, wash immediately with soap and water.

Guidance on Health and Safety is available on the appropriate Material Safety Data Sheet, which can be obtained from your Shell

representative.

Protect the Environment·
Take used oil to an authorised collection point.  Do not discharge into drains, soil or water.

Additional Information

Advice·
Advice on applications not covered here may be obtained from your Shell representative.
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